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EARTHING

Light Duty Plastic Inspection Pit

Earth Bars (for Light Duty Plastic Inspection Pit)

DESCRIPTION OVERALL SIZE
(mm) L x W x T

HOLE SIZE
(mm)

WEIGHT
(kg)

PART NO.

5 hole Pit Bar 200 x 25 x 6 11 0.24 PBAR5/PP
7 hole Pit Bar 200 x 25 x 6 11 0.23 PBAR7/PP

Kingsmill Inspection Pit Earth Bars are used to facilitate testing of the 
earth electrode or earthing system.

The Earth Bar can be fitted width ways in a slot (one) provided. The 
Earth Bar allows for multiple conductor connections.

Material: Copper
Standard: BS:EN 13601

Kingsmill Light Duty Plastic Inspection Pits are suitable for load rating 
to 500kg and is suitable for most types of Earthing and Lightning 
Protection installations.

The Light Duty Plastic Inspection Pit protects the Earth Rod 
connection and makes it available for inspection. The pit can have an 
Earth Bar fitted width ways in slots provided for multiple connections.

DESCRIPTION WEIGHT (kg) PART NO.

Light Duty Plastic Inspection Pit 1.28 PPIT-G
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Material: Polypropylene
Standard: BS:EN 62561-5:2011

PLASTIC INSPECTION PITS

EARTHING:  PLASTIC INSPECTION PITS




