
NEMA 
Receptacle
ACCESSORIES

Designed to make any 
install quick & reliable

Outdoor Lighting Controls

Overview

Features & Benefits

Westire’s NEMA receptacles are designed to the 
highest standards meeting full ANSI equipments. 

• Available in either 3 Pin, 5 Pin or 7 Pin 
configurations.

• Supplied with a sealing gasket.
• Meets the requirements of ANSI C136.10 & 

C136.41. 

• 3 Pin sockets utilize screw terminals, accepting 
up to a 4.0 mm² (12 awg) conductor.

• 5 Pin & 7 Pin sockets utilize flying leads with 30 
cm (12 in) length leads.
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Technical Specifications

Ordering Information

Configurations

843001 3 Pin Receptacle Wiring Colors - Red, White, Black

843002 5 Pin Receptacle Wiring Colors - Red, White, Black, Violet, Gray

843003 7 Pin Receptacle Wiring Colors - Red, White, Black, Violet, Gray, Brown, Orange
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General Materials

Dimensions 64.26 mm Ø x 38 mm H
2.52” Ø x 1.45” H

Housing Premium UV Stabilized 
Polycarbonate

Sealing Gasket EPDM Gasket

Warranty 10 Year Standard Contacts Solid Brass Contacts

Standards 
Compliance

Environmental RoHS, 
EN55015, 
EN61547, 
EN6100-3-2, 
EN6100 -3-3, 
IS EN ISO 9001: 2015, 
ANSI C136.10

Westire Technology Ltd
Industrial Estate, Belmullet,
Co. Mayo, Ireland 
F26 TE81

T:    +353 97 81209
F:    +353 97 81400
E:    info@westire.com
W:  www.westire.com


